
Select Engineered Systems Field Bulletin: 
ATA and Evolving Terminology 

As the Cable industry (CATV) has evolved from Analog/RF to digital transmission methods, addition-
al services such as Internet access and Telephony, are being offered to customers.  SES is primarily 
interested in Telephony as it affects our  products.  The first attempts to integrate telephony into Ca-
ble equipment used discrete devices called ATAs (Analog to Telephone Adapters).  ATAs convert 
and digitize analog voice signals for transmission to the Cable Plant and also provide the voltages 
and signals expected by most phone equipment.  These were usually proprietary to a specific Cable 
Plant operation and varied widely from one CATV operator to another.   
Below left, is a typical example of a discrete ATA: 

As the Cable industry (CATV) continued to evolve,  ATA circuitry became incorporated into what are 
known as: Cable Modems.  This simplified both installation and operation and in many markets, this 
technology came to replace standard analog telephone equipment.  In the example (above right) is a 
Cable Modem offering TV hookup, Internet Service, (through an Ethernet connector) and Phone ser-
vice through RJ11 jacks.   Therefore, what is typically thought of as an “ATA” is now incorporated 
directly into the CATV operator-provided equipment.  Recently, Service Providers have moved away 
from the more generic term ATA in favor of marketing specific terms for the equipment they lease or 
provide.  One such example is ComCast’s XFINITY system, which has various components depend-
ing on the features desired.  Features and accessory components may vary widely around the coun-
try. 
The component used for telephone service is currently called an “eMTA” for embedded MultiMedia 
Terminal Adapter and some other examples are shown below. 

Power, Ethernet, Telephone and Coaxial TV connections all may be plainly seen. 
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Comcast primarily uses coaxial cable to transmit services to its customers, terminating in a Cable 
Modem at the subscriber premises.  
AT&T primarily uses fiber optic cabling to provide its services and this is typically achieved in one of 
two methods:  
A) Direct fiber optic cabling to subscriber. 
B) Fiber optic cabling to a local neighborhood node and copper wiring the rest of the way to the sub-
scriber. 

COMCAST, AT&T, VERIZON 

Verizon uses their FIOS (Fiber Optic Service) to run fiber optic cabling directly to the subscriber 
premises, terminating in an Optical Network Terminal (ONT) outside the premises, and a cable mo-
dem inside the premises that operates in much the same manner as ComCast and AT&T equip-
ment. 



CONVENTIONAL TELEPHONE COMPANY HOOKUP 
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Fiber optic cabling 
Direct to house 

TYPICAL AT&T UVERSE HOOKUP 
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Fiber optic cabling 
(May be run under ground.) 
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Connecting Select Gate Products to Conventional Telephone Providers 

TELCO HOOKUP: 

In a conventional telephone installation, the path goes from the TelCo to a residence NID where it is 
intercepted and connected to 4 & 5 on the Select Gate terminal barrier strip (TelCo side).  A second 
pair of twisted copper wiring is connected to 7 & 8 on the Select Gate terminal barrier strip, routed 
back to the NID and then attached to the wiring inside the residence. 



Connecting Select Gate Products to Alternative Digital Service Providers 

ALTERNATIVE SERVICE PROVIDER HOOKUP: 

For alternative service provider installations, the path no longer goes from the TelCo to a residence 
NID where it is intercepted and connected to 4 & 5 on the Select Gate terminal barrier strip (TelCo 
side).   
Instead, a pair of wires must connect from the phone port on the cable modem and to 4 & 5 on the 
Select Gate. 
Another pair of twisted copper wiring is connected to 7 & 8 on the Select Gate terminal barrier strip 
and attached to the wiring inside the residence. 
This is the same procedure to use for any alternative phone service provider.   



ISSUES AND CHALLENGES FOR USING ALTERNATIVE SERVICE PROVIDERS: 

I) WIRING 

The quickest way for an installer to provide phone service from a digital device that incorporates 
ATAs is to disconnect the outside TelCo line previously going to the house.  This prevents signals 
such as ring voltages from damaging the digital equipment. Since phones in a residence are usually 
all wired in parallel, running a cable with RJ-11 plugs at each end and connecting one end to the 
digital device and the other end to the nearest telephone jack accomplishes connecting all the 
phones in the residence to the digital device.  (Cable modem) 

Therefore, installing a Select Gate will require intercepting the phone port and connecting it directly 
to terminals 4 & 5 on the Select Gate.  In some cases, this may require using spare pairs in the 
building phone wiring to accomplish a discrete path from the digital device to the Select Gate. 

II) MODEMS 
In the event that dial-up modems are required for programming the Select Gate some issues may 
arise, depending on the type of alternative service provider used and the area of the country that the 
equipment is located.  The easiest way to guarantee reliable modem operation, is to request fax ca-
pability features on the service provider equipment. 

A) In-Band DTMF Filtering 
Usually found on ComCast systems, this function is programmed into the Cable Modems from 
the Cable Plant and affects some of the frequencies used by SES modems.  Disabling this func-
tion resolves the issue.  Where it cannot be disabled, switching to a different modem protocol 
(such as Bell 212) may be a workable solution.  Contact SES for details on Bell 212 settings.   
These types of cable modems are slowly being phased out in favor of XFINITY style equipment. 

B) Line Current 
Some SES devices need approximately 25 ma of current for the modems to function correctly.  
Some devices from some service providers (such as older Verizon equipment)  are set to provide 
only 15 ma of current and may not operate reliably in all cases on all SES products.  To test for 
this, put a DC milliammeter in series with the phone line and operate the equipment (dial out to 
another phone number) and measure the current.  If less than 25 ma, contact the service provid-
er for a solution. 

C) Network Latency 
On some systems, excessive network latency can cause the modem in SES equipment to dis-
connect.  The solution is to operate the modems at lower baud rates, or use alternative modem 
protocols such as Bell 212. 

III) DTMF Pulse Duration 
Dual Tone Multi Frequency (DTMF) more commonly called Touch Tones need to have a pulse dura-
tion of 50 msec (milliseconds) to properly actuate SES equipment.  Some equipment shortens 
DTMF tones to less than 50 msec.  The symptom is hearing a brief “chirp” instead of a tone.  Con-
tacting the Service Provider to find ways to configure their digital devices will be required.  As a gen-
eral rule, this same problem will show up when residents try to access touch tone services (e.g. 
checking banking balances over the phone, etc.).  


